
Product data sheet
Characteristics

5753PEIRL
C-BUS MULTI-SENSOR 360 DEGREE

Main
Range C-Bus
Product brand Clipsal
Product or component type Occupancy sensor
Device application Lighting
Sensor type PIR
Product specific application Staircase monitoring
Colour White

Complementary
Protection type Creep zone protection
Number of channels 1
Type of setting Light sensitivity adjustable
Movement detection area 5 m
Horizontal detection angle 0…360 °
Time delay range 0...1 s (switch-on)
Duty cycle 1080 min
Detection face Lateral: 7.5 m

Frontal: 7.5 m
Material Plastic
Device mounting Flush
Mounting height 2.4 m

Packing Units
Package 1 Weight 201.000 g
Package 1 Height 95.000 mm
Package 1 width 130.000 mm
Package 1 Length 165.000 mm

Offer Sustainability
REACh free of SVHC Yes
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EU RoHS Directive Compliant
EU RoHS Declaration

Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

 Pro-active China RoHS declaration (out of China RoHS legal scope)
Circularity Profile End of Life Information
WEEE The product must be disposed on European Union markets following specific waste collection and

never end up in rubbish bins
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13701404&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13701404&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=13701404&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI121002EN

