
Specifications are for reference only and may be changed without prior notification.
Version: V4.0     Date: 15/03/2018

La
m

ps

SupValue PAR38
Efficient PAR38 Replacement

Voltage Watt. PF Lifetime
L70B50Part No.

0.9
0.9

252001
252005

100-240V
100-240V

16W
16W

Color
Temp.
3000K
5000K

Cap

E27
E27

Lumens

1400lm
1400lm

Beam
Angle
100°
100°

30000h
30000h

Designed to replace the popular PAR38 with high output 
energy efficiency. •  Low surface temperature for extra safety

•  Edison screw
•  Long lifetime 30000hrs
•  IP65 Weatherproof
•  Lamp body colour: Grey

FEATURES

IPART Status

Approved No.: 24143D10-3GENHA
Approved No.: 24143D10-3GENHA

VEET Status

Approved No.: 4318
Approved No.: 4318

Part No.

252001
252005

Model No.

YKPAR38S1-16W 100° Grey
YKPAR38S1-16W 100° Grey

[1] Operating Frequency=50/60Hz；
[2] Operating Temperature:-20 ℃~+45℃

APPLICATIONS
•  Residential
•  Retail
•  Cafes
•  Restaurants
•  Display areas
•  Atriums and heritage applications

WARRANTY
•  Three years (subject to terms and conditions)

  CERTIFICATION DISTRIBUTIONDIMMABLE DIMENSIONS(mm)IP RATING

IP65

Ø120

13
1

Non dim

Ra

Ra≥80


