
Data Sheet:  

Junction Boxes (JBR) 
Australian made by an Australian owned company, Aussie Duct Junction Boxes 

are made to the highest quality. Manufactured to Australian standard        

AS/NZS2053 and  conforms with “Best Practice   Guidelines for PVC in the Built   

Environment” (Green Star). Suitable for both Aussie Duct Medium Duty            

and Heavy Duty applications. 
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AS/NZS2053.2 
Compliant 

TECHNICAL SPECIFICATION   

Material PVC-U 

Colour  Grey 

Duty Rating Heavy 

Product Standard AS/NZS2053.2 

UV Resistant Yes—UV (T) Stabilised 

B.E.P Certified Yes (Certificate: 4008) 

Temperature Range 0-60⁰C 

IP Ingress Protection IP66* (Fully solvent cemented Aussie Duct conduit system) 

Dielectric Strength Electro-Insulating  

Flame Propagation Non-flame Propagating 

Quality Management System ISO9001:2015 (Certificate: QEC0597)                                                          

Product Code 
Nominal Size             

(mm) 
 

Box Diameter 
(mm) L 

Box Depth       
(mm) H 

Socket Length 
(mm) A 

Screw Hole Dist       
(mm) B 

Pack Qty 

JBR20/1GR 20 1 WAY 65 38 25 50 10 

JBR20/2GR 20 2 WAY 65 38 25 50 10 

JBR20/2AGR 20 2 WAY (ANGLE) 65 38 25 50 10 

JBR20/3GR 20 3 WAY 65 38 25 50 10 

JBR20/4GR 20 4 WAY 65 38 25 50 10 

JBR20/1DGR 20 1 WAY 65 72 25 50 10 

JBR20/2DGR 20 2 WAY 65 72 25 50 10 

JBR20/2ADGR 20 2 WAY (ANGLE) 65 72 25 50 10 

JBR20/3DGR 20 3 WAY 65 72 25 50 10 

JBR20/4DGR 20 4 WAY 65 72 25 50 10 
                

JBR25/1GR 25 1 WAY 65 38 25 50 10 

JBR25/2GR 25 2 WAY 65 38 25 50 10 

JBR25/2AGR 25 2 WAY (ANGLE) 65 38 25 50 10 

JBR25/3GR 25 3 WAY 65 38 25 50 10 

JBR25/4GR 25 4 WAY 65 38 25 50 10 

JBR25/1DGR 25 1 WAY 65 72 25 50 10 

JBR25/2DGR 25 2 WAY 65 72 25 50 10 

JBR25/2ADGR 25 2 WAY (ANGLE) 65 72 25 50 10 

JBR25/3DGR 25 3 WAY 65 72 25 50 10 

JBR25/4DGR 25 4 WAY 65 72 25 50 10 


