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Model Power  Input Voltage 
LED 

CHIPS 
CRI 

Efficiency 

(lm/W) 
Dimension Dimmable Price$ 

PH120CH08 120W 100-240V EPSTAR 85 100-120 ɸ1000*105 mm Dali  

PH40CH08 40W 100-240V EPSTAR 85 100-120 ɸ600*105mm Dali  

PH25CH08 25W 100-240V EPSTAR 85 100-120 ɸ480*105mm Dali  

 

Product feature 

◆ Adopting high efficient SMD LED, light effect 

of natural white up to 100lm/w 

◆ Extremely high efficiency of the driver up to 90%  

◆ Aluminum made bases provides excellent 

thermal dissipation 

◆ Long life time up to 50000hrs 

 

Product Application  

Input Voltage AC85-265V 

■ BAR/Restaurant 

■ Store 

■ …… 

■ Art gallery  

■ Hotel            

■ Hall / Lobby     

Power 25W/50W /120W 

Average Lifetime 50,000 hrs 

Heat Sink AL+PC 

Ambient Temp -25° - 65° 

120° 

 
IP Rating 

Color Temperature 3000K/4000K/5000K/57000K 

Product Specifications: 

Warranty 3 Years 

IP40 

Beam Angle 

LED Chandelier 

Model A B C 

PH120CH08 1100 1170 105 

PH40CH08 600 570 105 

PH25CH08 450 370 105 

 


